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Boilers and Water Heaters

XRE Cast Iron Sectional Boilers
105 - 1450kW

XRE Cast Iron Sectional Boilers are able to be fitted with
either oil, gas or Low Nox burners.

Cast Iron Boiler range from 105kW to 1450kW

This range of boilers is specifically designed to meet the requirements of

“community and service” installations. The XRE boilers provide high energy

output whilst offering significant energy savings and reduced environmental

impact. It is ideally suited to underfloor heating applications.

Exchange surface are arranged in parallel streams for higher performance and the

crossed girder construction ensures excellent distribution of mechanical forces.

The large heat exchange surface in the combustion chamber allows better and

more efficient exchanger/burner combinations.

XRE boilers display high combustion efficiency of up to 93% depending on

configuration and can be fitted with Low Nox burners.

Increased insulation results in a remarkable reduction in heat losses and energy

consumption. Double layers of 100mm glass wool let the boiler operate efficiently

and quietly for your peace of mind.

The XRE boilers has been designed for ease of installation and problem free

maintenance. Being modular construction, they are ideal for boiler replacements

in plant rooms with limited access. Hinged door and reversible door hatch provide

easy access.

Note: control panel shown for illustrative purposes only and may not be

used on actual boiler.
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XRE3

XRE5

PRODUCT
QUICK CHECK
Product: XRE Boilers

Type: Cast Iron Sectional

Range: 105 – 1450kW

Net Efficiency: Up to 107%

Outdoor option: Yes

Modulation: up to 1:4

Cascade able: Yes

Max Pressure: 600kPa

Building J Code complaint : Yes
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DIMENSIONAL DATA

Model L
mm

P
mm

R
mm

4XRE3 991 490 180

5XRE3 1151 650 180

6XRE3 1371 810 180

7XRE3 1471 970 200

8 1XRE3 163 1130 200

9 1XRE3 179 1290 200

XRE3 Cast Iron

Sectional Boilers
105 - 330kW

PERFORMANCE DATA

Model Thermal Input Burner Total Flue Gas Water Nominal Flue Gas Dry
Output Water Circuit Resistance Water Flow Back Weight

Volume Volume ( T 15K) Pressure
kW Mj/h l m3 mBar m3/h mBar Kg

XRE34 105 460 GS140 102 0.164 3.5 6.0 0.3 620

XRE35 140 615 GS200 120 0.208 6.2 8.0 0.6 740

XRE36 180 790 GS280 140 0.250 11.5 10.2 1.1 850

XRE37 230 1010 GS350 160 0.294 16.9 13.1 1.6 985

XRE38 280 1230 GS400 182 0.338 25.0 16.0 2.2 1110

XRE39 330 1450 GS550 204 0.380 36.0 18.8 2.5 1230

Maximum operating pressure 600kPa.
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DIMENSIONAL DATA

S

mm

L

mm

Model A ext.

mm

D

mm

E

mm

J

mm

B

inch

C

11831505XRE408 250 235 1427 18002-1/2 full plate

13431665XRE409 250 235 1427 19502-1/2 or

15031825XRE410 250 235 1427 21202-1/2 on request

precu 16631985XRE411 300 254 1447 23053 t at

18232145XRE412 300 254 1447 24653 135, 175

19832305XRE413 300 254 1447 26253 190, 240,

21432465XRE414 300 254 1447 27853 250 or 290

XRE4 Cast Iron

Sectional Boilers
390 - 780kW

PERFORMANCE DATA

Model

XRE408

XRE409

XRE410

XRE411

XRE412

XRE413

XRE414

Thermal
Output

kW

390

450

540

600

670

720

780

Input

Mj/h

1712

1975

2370

2634

2940

3160

3424

Burner

GS550

GS60

GS60

GS65

GS65

GS65

GS71

Total
Water

Volume
litres

370

412

455

500

542

585

630

Flue Gas
Circuit

m3

0.564

0.639

0.720

0.787

0.862

0.935

1.010

Water
Resistance

Volume
mBar

9.5

13.5

22.5

27.0

33.5

40.0

54.0

Nominal
Water Flow

( T 15K)
m3/h

22.2

25.7

30.8

34.2

38.2

41.1

44.5

Flue Gas
Back

Pressure
mBar

1.1

1.5

2.0

2.5

2.5

2.5

3.5

Dry
Weight

Kg

1805

2075

2240

2460

2640

2880

3060

Maximum operating pressure 600kPa.
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PERFORMANCE DATA

Model Thermal Input Burner Total Flue Gas Water Nominal Flue Gas Dry
Output Water Circuit Resistance Water Flow Back Weight

Volume ( T 15K) Pressure
kW Mj/h l m3 mBar m3/h mBar Kg

XRE512 695 3050 GS65 580 0.73 12.5 39.7 2.1 2810
XRE513 754 3310 GS71 620 0.79 14.4 43.0 2.2 3000
XRE514 810 3550 GS71 655 0.85 16.8 46.2 2.3 3170
XRE515 870 3820 GS71 695 0.91 19.4 49.7 2.4 3365
XRE516 928 4075 GS71 732 0.97 6.5 53.0 2.5 3565
XRE517 986 4328 GS71 770 1.05 7.6 56.3 2.6 3760
XRE518 1045 4585 GS71 810 1.11 9.0 59.7 2.7 3960
XRE519 1102 4840 GS71 850 1.17 10.4 62.9 2.8 4130
XRE520 1160 5090 GS71-1 905 1.26 12.0 66.2 3.0 4350
XRE521 1218 5345 GS71-1 945 1.32 13.4 69.6 3.1 4540
XRE522 1276 5600 GS73A-1 985 1.38 14.8 72.9 3.2 4740
XRE523 1334 5856 GS73A-1 1020 1.44 16.3 76.2 3.3 4930
XRE524 1392 6110 GS73A-1 1060 1.50 18.1 79.5 3.4 5110
XRE525 1450 6365 GS73A-1 1095 1.57 19.6 82.8 3.5 5297

Maximum operating pressure 600kPa.

XRE5 Cast Iron

Sectional Boilers
695 - 1,450kW

DIMENSIONAL DATA

Model

XRE512
XRE513
XRE514
XRE515
XRE516
XRE517
XRE518
XRE519
XRE520
XRE521
XRE522
XRE523
XRE524
XRE525

A std.

mm

2161
2272
2383
2494
2605
2716
2862
2973
3124
3235
3346
3457
3568
3679

B

mm

1522
1744
1744
1744
1966
1966
2188
2188
2450
2450
2672
2672
2894
2894

C

mm

1488
1488
1488
1488
1488
1488
1504
1504
1504
1504
1504
1504
1504
1504

D

mm

255
256
217
188
189
210
236
257
208
208
230
231
251
253

G

mm

–
–
–

150
150
370
30
650
650
650
650
980
980
980

H

mm

36
37
-2

-31
-30
-9
-8
13
-36
-35
-14
-13
8
9

K

mm

48
49
10
-19
-18
3
4
25
-24
-23
-2
-1
20
21

L

mm

1845
1955
2105
2245
2355
2445
2555
2645
2845
2955
3045
3155
3245
3355

M

mm

221
275
259
324
269
321
265
299
269
324
269
324
249
303

T

mm

1261
1372
1483
1594
1705
1816
1927
2038
2189
2300
2411
2522
2633
2744

U

mm

1910.5
2021.5
2132.5
2243.5
2354.5
2465.5
2576.5
1687.5
2949.5
2949.5
3060.5
3171.5
3282.5
3393.5

E

mm

139.7
139.7
139.7
139.7
139.7
139.7
159
159
159
159
150
159
159
159

F

mm

350
350
400
400
400
400
400
400
400

*
*
*
*
*
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 90 446 545 923

51 Assembly Tullamarine Vic 3043 Australia
PO Box 356 Tullamarine Vic 3043 Australia

+61 3 9330 3300 +61 3 9310 5655
sales@automaticheating.com.au

Telephone Facsimile
Email
www.automaticheating.com.au

DISTRIBUTED BY

XRE5 CAST IRON SECTIONAL BOILERS

695 - 1,450KW


